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INTROaJCTION 

E 

The Nuclear Sciences Group of the LTV Research Center under contract 

NASg-kll3 has completed fabrication of an LTV Beta-Gama spectrometer and mock- 

up in space prototype configuration for the National Aeronautics and Space 

Administration's Manned Spacecraft Center in Houston. The device, developed by 

the LTV Research Center prior to this contract, can measure simultaneously 

the spectra of electrons and bremsstrahlung. Since the radiation received by 

an astronaut due to electrons impinging upon a spacecraft may result from 

bremsstrahlung and direct electrons penetrating the walls of the spacecraft, 

such a device offers several advantages over a combination of devices necessary 

to perform the same function in space. This concept has also proven quite use- 

ful in the laboratory in measurements of electrons scattered by foils, where 

bremsstrahlung would normally produce exceptionally high brrckgrounds. 

Photographs of the spectrometer and its accessories are shown in Figures 

1, 2, 3, and 4. The spectrometer is 2.7 inches in diameter, 14.3 inches in 

length, weighs; 2.2 pounds, and ccnsmes approximately 4.5 watts with its pre- 

sent inefficient low voltage power supply. It is a prototype device and i s  

neither space qualified, nor does it contain the interface electronics re- 

quired between the detector output and a spacecraft telemetering system, since 

this varies greatly from one system to another. The space qualified unit will 

consume less than 1 watt. 

separate channels of linear pulse height information compatible with a Radia- 

tion Counter laboratories multichannel pulse height analyzer. In conjunction 

with an appropriate selective storage unit, both beta and gamma spectra may 

be stored in separate sections of the analyzer memory simultaneously. 

The output of the device is in the form of two 

Specific 

-1- 



I 

operating instruct ions-are  given i n  the manual which accompanies the spectro- 

meter. 
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TlBORY OF OPERATION 
- 

The ElT Beta-Gamma Spectrometer, MDdel -1, shown in Mgure 5,  is designed 

to measure electrons and electromagnetic radiation in the energy range 0.5 to 

4.0 MeV. It is further designed to eliminate cosmic ray background. 

functions are accomplished through the use of a complex scintillation crystal 

These 

assembly composed of two phosphors with different phosphorescent decay times. 

The crystal assenibly is shown in Figure 6. 

a relatively slow phosphorescent decay time of 1.1 ps. 

surrounded by a NA-136 plastic phosphor with a decay time of less than 3 118. 

When a charged particle traverses the plastic a very fast pulse is produced at 

the anode of the photomultipller tube, while one passing through the CsI(Tl)  

The center crystal, CsI(T1), has 

It is completely 

produces a much longer pulse. 

a fast and slow component are produced at the anode. 

enters a shorted or near shorted delay line with a delay time td of approxi- 

mately 7 118. The signal is inverted and reflected at the termination of the 

line and returns to cancel all but the first 14 ns of the pulse. 

cess is shown quite clearly by the sketches of oscilloscope traces in Figure 7. 

The upper curve represents a pulse with both a fast and slow component as would 

be produced by a beta entering the crystal through the collimator, while.the 

lower curve represents a pulse with only a slow component as would result from 

a gamma interaction in the center crystal only. 

resultant signal in both cases has a negative component approximately 14 138 in 

duration while only the beta pulse has a positive component. 

When a particle loses energy in both crystals 

The anode signal then 

This pro- 

It should be noted that the 

The negative portion of a signal is detected and utilized to activate the 

logic in,the spectrometer, indicating the presence of an interaction in the 
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crystal. 

other charged particle, is used t o  separate these par t ic les  from gammas. 

The posit ive portion of a signal, being present only with a beta o r  

In 

addition, analysis of the posit ive component with both an upper and lower l eve l  

discriminator distinguishes cosmic rays from betas. The manner i n  w h i c h  these 

functions are accomplished is described as follows: 

(1) Electron Detection: When an electron enters the detector v ia  the 

collimator, shown i n  Figure 5 ,  it traverses the th in  p l a s t i c  c rys ta l  

and i s  absorbed i n  the CsI(T1). 

of the photomultiplier i s  amplified, s p l i t ,  and enters two linear 

gates. Simultaneously, the signal from the anode enters the recogni- 

t i on  c i r cu i t  just following the delay l ine.  

penetrated the th in  p l a s t i c  crystal, a fast posit ive pulse generates 

a routing signal and opens the Beta linear gate. 

An analog signal from the  last dynode 

Since the electron 

(2)  Bremsstrahlung Detection: When a photon has an interact ion i n  the 

C s I ( T l ) ,  with the exception of minor w a l l  e f fects ,  no energy i s  

l o s t  i n  the surrounding plastic.  I n  this case no posit ive pulse is 

received from the anode c i rcu i t  so the logic  c i rcui t .  recognizes the 

signal. as a gamma and opens the Gamma l inear  gate. 

(3) Cosmic Ray Elimination: When a cosmic par t ic le  enters the crystal  

it must e i ther  pass through the th in  p l a s t i c  s c i n t i l l a t o r  behind 

the collimator o r  the thicker p l a s t i c  surrounding the CsI(T1). In 

e i the r  case, if the par t ic le  i s  less energetic than minimum ionizing, 

it w i l l  lose more energy i n  the p l a s t i c  than an electron and, thus, 

the amplitude of the fast positive pulse from the recognition c i r cu i t  

w i l l  be greater than tha t  produced by an electron which passes only 

-11- 



through the th in  plast ic .  Pulse amplitude discrimination of the 

pulse i s  used t o  eliminate the cosmic rays. The near minimum ionizing 

protons, which w i l l  lose the same energy i n  the t h i n  p l a s t i c  as an 

electron, w i l l  lose  more energy i n  the CsI(T1) than the  electrons 

of interest ,  thus, producing no background. 

I 
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DESCRIPTION OF SPECTR- - 0 " T S  

COLLIMATOR SYSTEM 

The collimator is shown in Figure 5. The apertures are made of tantalum, 

The dimensions of the a high' density material, to minimize scattering. 

collimator system were chosen to be consistent with 

which would be received inside a space craft in the 

termining the 

relationship: 

The following 

spectrometer : 

collimator geometry, one utilizes the 

CN:: 

c =  

N =  

F =  

a =  
1 

a2 = 

d =  

al a2 

8 r  d2 

count rate per channel 

number of channels 

omnidirectional f lux 

area of first aperture 

area of second sperture 

distance between apertures 

dimensions are used in the collimator 

2 

2 
al = 1cm 

a = 1 c m  

d = 1.6 cm 
2 

the electron intensities 

Gemini orbit. In de- 

following approximate 

furnished with the 

The effectiveness of the collimation is discussed in the final section of 

this report. 
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SCINTILTATION CRYSTAL ASSEMBLY 

The specially designed crystal  assembly, shown i n  Figure 6 ,  uses CsI(T1) 

and NA-136 sc in t i l l a tors .  The s ize  of the c rys ta l  assembly w a s  chosen t o  be 

consistent with the bremsstrahlung and electron in t ens i t i e s  expected i n  the 

Gemini orbi t .  The center crystal ,  used as the energy determining element, 

w a s  made of CsI (Tl ) ,  since t h i s  i s  a dense s c i n t i l l a t o r  with a long decay con- 

stant and good temperature characterist ics.  The CsI(T1) c rys t a l  w a s  highly 

polished and set in to  a w e l l  of polished NA-136 and opt ica l ly  coupled using 

Ibw-Corning clear  s i l i con  grease. The w a l l  thickness of the w e l l  is one 

eighth inch on the sides and bottom. A twenty mil thick NA-136 s c i n t i l l a t o r  

was similarly coupled t o  the top of t h i s  assembly and f i t t e d  i n t o  a polished 

aluminum case with a one half inch diameter hole i n  the top f o r  an electron 

I 
1 

window. 

cover the electron window. This gives a t o t a l  thickness of one mil f o r  the 

aluminum l i g h t  shield, and eliminates l igh t  leaks due t o  pin holes. 

s c i n t i l l a t i o n  crystal  assembly was manufactured a t  LTV using commercially 

available sc in t i l l a tors .  The sc in t i l l a t i on  crystal  assembly w a s  coupled t o  

the phototube with Dow-Corning clear silicone grease. 

Two sheets of 1/2 m i l  aluminum f o i l  were placed over the c rys ta l  t o  

The 

PHOTOMULTIPLL'ER TUBE 

The phototube u t i l i zed  fo r  t h i s  particular spectrometer i s  the RCA 2060. 

This i s  e l ec t r i ca l ly  equivalent t o  the RCA 6199 and i t s  ruggedized versions. 

It i s  a 10 stage tube with a nominal gain of 6 x 10 

s i t  speed t i m e  of 3 t o  5 ns. 

photocathode, thus, leaving the anode and last dynode near ground potential. 

The anode i s  u t i l i zed  f o r  the high speed recognition c i rcu i t ry  while the last 

dynode i s  u t i l i zed  fo r  the l inear  signal. 

5 a t  1000 vol t s  and a tran- 

It is  operated with negative high voltage on the 

A magnetic shield around the 

-14- 
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phototube is maintained at the potential of the photocathade through a filter 

isolation circuit. This electrostatically isolates the photocathode from ex- 

ternal sources of noise. 

HIGH VOLTAGE 

The high voltages for the phototube are supplied by a Pulse Engineering 

Qrp. Model P5bO power supply, which is a DC to DC convertor operating from 

plus 24 to 32 volts DC, and supplying proper voltages for the phototube. It 

is a highly stabilized space qualified unit of compact dimension and low power 

consumption. The desired high voltage is set using an external feed back 

network, and is presently adjusted for approximately 925 volts on the photo- 

cathode. A trimming potentiometer is available for approximately a 10 volt 

change in the photocathode voltage. A wider range of voltages may be obtained 

by changing the zener diode D1 on the high voltage control board. 

DETECTOR ELECTRONICS 

Unear Amplifier - "he linear amplifier has two stages and a gain which 

may be varied from 5 to xx) by changing the feedback characteristics of the 

first amplifier stage. This makes the noise output level proportional to the 

gain of the system allowing improved signal to noise ratio for lower gain 

settings. Adjustment is made with a 25 turn trimming potentiometer. The 

DC feedback for the stage is constant, giving constant DC stability. The 

linearity of the amplifier was measured using an RIDL Mercury pulser, and 

a Victoreen S C I P P  1600 channel analyzer. The results are shown in Figure 8 

and indicate a linearity over the entire dynamic range much better than the 

required 1%. 

maximum amplitude when terminated in 50 ohms. 

The output of the amplifier is a positive pulse of 5 volts 

The amplifier noise level is 

-15- 



typical ly  less than 20 mv., peak t o  peak. 

Eigh Speed Circuits - This section describes four basic high speed cir- 

cuits:  the high speed amplifier, t h e  Cosmic Ray detector, the Beta detector, 

and the Part ic le  detector. The signal from the anode of the photomultiplier, 

after being delay l ine  clipped, enters  the high speed amplifier which has a 

50 ohm input impedance and a gain of approximately 80. 

and f a l l  t i m e s  are approximately 5 ns each. 

- 

The amplifier rise 

It i s  a three stage non-inverting 

c i r cu i t  biased t o  amplify posit ive pulses preferentially.  

The output of the amplifier i s  fed in to  the Cosmic Ray detector board and 

the Beta detector board. 

each detector board has an input amplifier. 

fiers with approximate gains of 2 and 8 f o r  the Cosmic Ray and Beta c i r cu i t s  

respectively. 

f o r  pulse height discrimination. 

shaping c i r cu i t s  t o  provide standardized outputs for  the logic  elements. 

In order t o  provide i so la t ion  and additional gain, 

These are non-inverting ampli- 

The amplifier outputs dr ive  high speed Schmidt t r igger  c i r cu i t s  

The Schmfdt t r igger  c i r cu i t s  feed pulse 

The high speed amplifier output on the Ekta hetectcr card I s  also fed 

in to  the Part ic le  detector card where it i s  amplified and inverted. This in- 

verted output i s  fed in to  a Schmidt trigger discriminator and pulse shaping 

c i rcu i t .  The reason f o r  the invertor is to provide a logic output f o r  gamma 

rays, interact ing only i n  the main crystal. 

have only a slow decay component, and, since they are delay l i n e  clipped, 

only the posit ive portion or leading edge of the fast pulse i s  available. 

This requires detection of pulses corresponding t o  a very few photo-electrons 

leaving the photomultiplier tube cathode. 

ac tua l  number leaving the photocathode, f o r  a given energy gamma ray, i s  the 

reason f o r  the re la t ive ly  slow cutoff of the low energy end of the gamma 

Pulses from t h i s  type interact ion 

The s t a t i s t i c a l  variation i n  the 

- 16- 
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b g i c  Circuits - The gate generator and control logic  i s  constructed 

en t i re ly  of indus t r ia l  integrated circui ts  ( w i t h  mil i tary equivalents) and 

passive components. 

tectors  control the tr iggering of the monostable gate generator. 

is  produced only if a Part ic le  detector pulse is  generated i n  the absence of 

a Cosmic Ray detector pulse. 

The logic  i s  such that the Part ic le  and C3smic Ray de- 

A t r igger  

"he final two gates i n  the gate control logic  are triggered by the out- 

puts of the monostable gate generator and the Beta detector pulse and the 

monostable gate generator and the complement of the Beta detector pulse. 

The former opens the Beta gate and the l a t t e r  the Gamma gate. 

back from the logic  output such tha t  a gate pulse i s  generated for a speci- 

f ied  t i m e  ( the gate generator period) for one and only one type par t ic le ,  

regardless of input changes during t h i s  period (approximately three micro- 

seconds). This eliminates the poss ib i l i ty  of dual analysis of a par t icular  

pulse aad the gate width i s  suf f ic ien t  t o  allow proper analysis of the  peak 

by most analyzers. Since both gates are closed, and only open when the proper 

logic  i s  generated, it is  not necessary t o  have delay l i n e  amplifiers and 

long gate times. 

There i s  feed 

Idnear Gate Circuits - The linear gate c i rcui ts ,  f o r  both Beta and Gamma 

signals, have gate c i rcu i t s  followed by l i n e  driving amplifiers capable of being 

opened by in te rna l  o r  external command. In  addition, the Beta c i r cu i t  generates 

a posi t ive 10 vol t  pulse fo r  the duration of the gating period. 

are capacitively coupled to  provide maximum compatibility w i t h  an RCL analyzer 

with minimum power supply complexity. 

All outputs 

"he l inear  outputs are capable of driving 

a 50 ohm load t o  5 vol ts  f u l l  scale. They have a 50 ohm output impedance 

-17- 



I for maximum termination flexibility. 

Test Features - The spectrometer is provided with two basic test features. I 
I 

These are an input for an external pulser and external control of the linear 

gates. 

of the amplifier input and the photomultiplier output. 

capability of checking all of the amplifiers in the spectrometer. 

The Test input is coupled into the linear amplifier at the junction 

This provides the 

Since the 

linear gates are normally closed, it is necessary to use the external gate 

control when using the test input. The external gate control is also helpful 
I 
I 

. 
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I .  

C-RATION 

This section contains data taken with the spectrometer to illustrate its 

linearity as a function of radiation energy and response as a f'unction of count 

rate. 

detector to various gamma sources and an electron beam. 

In addition curves are supplied showing the response function of the 

Various sets of data have been taken to show that the spectrometer system 

is linear with respect to pulse.amplification. The first set, shown in Figure 

8, is a check of the linear amplifier, independent of the rest of the circuit. 

The response of the amplifier to input pulse height is plotted for amplifier 

gains of approximately 10 and XK). 

the graph. 

Any nonlinearities are imperceptible on 

The second set of data, shown in Figure 9 is a linearity check of the 

entire electronic system, using a mercury pulser. 

to the spectrometer Test input so that pulses passed through the linear 

amplifier, the linear gate circuits of both the beta and gamma channels, an 

RCL selective storage unit, and into an RCL pulse height analyzer. 

no nonlinearities are observable on these plots. 

The pulser was connected 

As before, 

Finally, the system was checked for linearity with electron and gamma 

sources. These results are shown in Figure 10. The electron data were ob- 

tained in two ways, with internal conversion electron sources and the LTV 

Research Center's 3 MeV Van de Graaff accelerator. 

tained using a series of gamma sources with well known energies. 

are linear; however, it should be noted that the electron calibration curve 

The gamma data were ob- 

Both plots 

is displaced from the gamma curve due to partial absorption of the electrons 

in the aluminum and thin plastic windows over the CsI (T1)  crystal. 
-19- 
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A measure of the linearity of the spectrometer to count rate is shown in 

Figure U. These data were taken by placing a Cs137 source at fixed distances 

from the spectrometer crystal to vary the count rate in a known manner. 

curve is seen to have a true inverse square relationship, illustrating Unearity, 

to count rates of approximately 

The 

500 counts per second, where it begins to 

deviate slightly. 

The relative efficiencies as a function of incident angle have been 

measured both for  betas and gammas. 

was measured with a 

of the inside collimator aperture. 

2.5 pc and the counter was biased to count only the internal conversion elec- 

trons. 

The function for betas, shown in Figure 12 

source in air along an arc 4 inches from the center 

The strength of the source was approximately 

The gamm angular distribution, Figure 13 was measured along a 12 inch 

radius circle about the center of the crystal. A 100 pc Csi37 source was used 

for this measurement. 

REPRESENTATIVE SPECTRA 

Data have been taken with gamma and internal conversion electron sources 

and the LTV 3 MeV Van de Graaff accelerator to show the response of the spec- 

trometer to monoenergetic beams. The electron data from the Van de Graaff 

is shown in Flgure 14. Both the internal conversion electron spectra and the 

gamma spectra from Cs137 and Sirn7 sources are shown in Figures 15 and 16 res- 

pectively. The gamma rays from a Na2* source are shown in Figure 17. In 

addition, a thick target bremsstrahlung spectrum is shown in Figure 18. 
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I .  

CONCUSIONS 

I .  - 

I 

If' i s  felt  that the LEV Beta-Gamma Spectrometer, having been proven i n  

the laboratory, has a wide range of applications. 

configuration, it i s  especially suited for the f i e l d  of space radiation 

measurements w h e r e  its simplicity and resulting weight and F e r  reduction 

over separate systems are significant. 

Now, i n  space prototype 
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